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MENU

DC PIN VALUES SCAN CONTROL

SWITCH

START DEFAULT WAVE/SIG

2000DIAGS

2800S Only

2800S Only

MED1MED2 LOW

Set Tracker to
MED2 range

Start Tracker
Diagnostics

Set Tracker to WAVEform or
SIGnature display

Reset Tracker
menu to Default
settings

Set Tracker to
MED1 range

Set Tracker to
2000 range

DC

Return to
Power-up
Menu

Increment 
Pins Up

Increment 
Pins Down

Return to
Power-up
Menu

Decrease ALT 
mode rate

Increase ALT
mode rate

Return to
Power-up
Menu

Increase DC
Voltage Output

Decrease DC
Voltage Output

TOL PACKAGEMODE

PACKAGE

PACKAGE

PINS STOP/SINGLE/
LOOP

Huntron Tracker 2800 and 2800S
MENU Quick Reference Sheet

PIN

RATE

MODE

MODE

PINS

TOL

Return to
Main Menu

Select Values 
Display

Select Values 
Display

Return to
Previous
Menu

Return to
Previous
Menu

Select Footswitch mode -
CHANNEL, RANGE or SCAN

Raise
Tolerance 
Value

Lower
Tolerance
Value

Return to
Previous
Menu

Return to
Previous Menu

Increase #
of Pins for
Scanning

Select Package; DIP, FRONT, 
SIP or BOTH

Select STOP (on error); SINGLE pass, 
or LOOP scan

Decrease #
of Pins for
Scanning

Return to
Previous 
Menu

Select Scan
Setting - RES,
FREQ, VOLT, 
or NONE

VALUES

(front panel button)

(Blue line - push MENU button 
to go to previous menu)

DC PIN RATE VALUES SCAN CONTROL


